
CONDENSING UNITS
Perfect for installation in tight spaces with a precise, 
compact design, they allow easy conversion for new drop-in 
replacement refrigerants.

The range is designed and optimized to meet the European 
Ecodesign Directive.

With high precision manufacturing and 100% quality control 
of every single unit, they are made to operate in the most 
demanding environments under all operating conditions.

HFC models are approved for 
alternative refrigerants R452A and 
R513A while selected models are 
approved for R449A.

HC models are using our  
energy-optimized DLE, NLE, and 
SCE propane (R290) compressors 
with a very low GWP and 
maximum performance.

Secop's full range of condensing 
units is designed and optimized 
to meet the European Ecodesign 
Directive.
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Cooling Capacity

Series Displacement 
(cm³)

LBP (W)  
EN 13215*

MBP (W)  
EN 13215*

Refrigerants
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 R134a   R513A  
 R404A   R452A 
 R290 

 R134a   R513A  
 R404A   R452A 
 R290 

 R134a   R513A  
 R404A   R452A  
 R449A   R290 

 R134a   R513A  
 R404A   R452A  
 R449A 

  0 – 35    0 – 2000    0 – 3500  

 159 – 582  326 – 996 

*Tsubcooling=2 K, Tsuc=20 °C, Tamb=25 °C, LBP: pe=-25 °C, MBP: pe=-10 °C

 6.1 – 12.6 

 10.3 – 21.0 

 26.3 – 33.8 

 590 – 944 

 1275 – 1712 

 752 – 1683 

 1372 – 1782 

 184 – 422  239 – 700  3.9 – 7.7 
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